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SCHEDA TECNICA  -  DATA SHEET

CARATTERISTICHE TECNICHE  -  TECHNICAL DATA

Set con 5 giraviti isolati 1000 Volt VDE
In acciaio chrom-vanadium-molibdeno, fi nitura punta nera
Impugnatura morbida bicomponente

Forniti in confezione di cartone

Set with 5 insulated screwdrivers 1000 Volt VDE
Chrom-vanadium-molybdenum steel, black fi nish tip
Soft bicomponent handle

Supplied in box

Set con 5 giraviti isolati 1000 Volt VDE

Set with 5 insulated screwdrivers 1000 Volt 
VDE

SET
SET900/94/010

art. BARCODEBARCODE

8024818008524 474 g900/94/010 1

n° 3  Giraviti professionali per viti intaglio / Professional screwdrivers for slotted head:
art. 900/90/310: 3,0x0,5x100 - art. 900/90/410: 4,0x0,8x100 - art. 900/90/512: 5,5x1,0x125

n° 2  Giraviti professionali per viti croce Phillips / Professional screwdrivers for Phillips cross:
art. 900/92/110: PH1x100 - art. 900/92/210: PH2x100

CONTENUTO  -  CONTENT

HRC 60

✓  Per uso professionale  / For professional use

✓  Isolata 1000 Volt   / Insulated 1000 Volt

✓  Certifi cazione   / Certifi cation Marks:

✓  Viti intaglio - Croce Phillips  / Slotted head - Phillips cross

✓  Durezza HRC   / HRC hardness:   60


