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Switching Operation Part Number: A/A
R — "A" | Lamp Color "A' | Lamp Voltage
R | Red 24V |ACIDC 24V
C / G Green Otger voltage can be made to c
— Y Yellow
— — W | White
SPECIFICATIONS:
1.Switch Rating: AC220V/0.5A, DC36V/2A.
2.Mechanical Life: 21,000,000cycles. )
D| 3.Electrical Life: =200,000cycles(DC36V) MATERIALS: D
>50,000cycles(AC220V). 1.Contact: Silver alloy.
4.Contact Resistance: <50mQ. 2.Button: Stainless Steel.
5.Insulation Resistance: 21,000MQ. 3.Body: Stainless Steel.
6.Dielectric Strength: 1,500V, RMS 50Hz, 1min. 4.Base: PBT.
| 7.Operating Temperature: -25°C~+55°C (No Freezing). B
8.0perating Force: About 3N.
9.0perating Travel: About 2.5mm. OD(;?,"iZi'g’Esmm Ti;iianrfE
E 10.Torque: About 0.8Nm max.applied to nut. 150119 30.90mm igggm E
11.Protection degree: IP65. 50.01TO 80.00mm | _£0.74mm
12.Terminal Type: Pin Terminal (2.8 x 0.5mm)
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La divulgazione dei dati contenuti in questa scheda & da ritenersi un servizio puramente informativo e non costituisce alcun vincolo da parte della Elcart in merito a prestazioni ed utilizzo del prodotto.
The divulgation of data contained on this technical sheet are exclusively for informational reasons and establish no link on behalf of Elcart regard to the performances and the use of the product.
La divulgacion de los datos contenidos en esta ficha son un servicio unicamente informativo y no constituyen ningun vinculo de parte de Elcart respecto a las prestaciones y uso del producto.
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