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Manuale di istruzioni/Scheda tecnica

La divulgazione dei dati contenuti in questa scheda è da ritenersi un servizio puramente informativo e non costituisce alcun vincolo da parte della Elcart in merito a prestazioni ed utilizzo del prodotto.
The divulgation of data contained on this technical sheet are exclusively for informational reasons and establish no link on behalf of Elcart regard to the performances and the use of the product.
La divulgacion de los datos contenidos en esta ficha son un servicio unicamente informativo y no constituyen ningun vinculo de parte de Elcart respecto a las prestaciones y uso del producto.
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MATERIALS:
1.CONTACT: SILVER ALLOY.
2.BUTTON: STAINLESS STEEL.
3.BODY: STAINLESS STEEL.
4.BASE: PA.

SPECIFICATIONS:
1.SWITCH RATING: Ui:250V,Ith:5A.
2.MECHANICAL LIFE: 1,000,000 cycles(MOMENTARY);

 ≥500,000 cycles(LATCHING).
3.ELECTRICAL LIFE: ≥50,000 cycles.
4.INITIAL CONTACT RESISTANCE: ≤50mΩ.
5.INSULATION RESISTANCE: ≥100MΩ(500VDC).
6.DIELECTRIC STRENGTH: 1,500V, RMS 50HZ, 1min.
7.OPERATING TEMPERATURE: -25℃～ +55℃(NO FREEZING).
8.OPERATING FORCE: ABOUT 2.5N.
9.OPERATING TRAVEL: ABOUT 3mm.
10.TORQUE: ABOUT 0.6Nm MAX.APPLIED TO NUT.
11.FRONT PANEL PROTECTION DEGREE: IP65(IP67 CAN BE
CUSTOMIZED), IK09.
12.TERMINAL TYPE: PIN TERMINAL(2.8 X 0.5mm).
13.GENERAL TOLERANCE:0-18mm=±0.25, 18-80mm=±0.52.
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