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- = ROZRUSZNIK GWIAZDA-TROJKAT, ZtOZONY, BEZ OBUDOWY, CZAS ROZRUCHU DO 12
— electric SEKUND | MAKSYMALNIE 30 ROZRUCHOW NA GODZINE, MAKS. PRAD ROBOCZY 43A.
ENERGY AND AUTOMATION NAPIECIE CEWKI 400VAC 50/60HZ

\Wiasciwosci elektryczne

Maksymalny prad roboczy (<440 V) A 43
Komponenty
BF2600A /
W zestawie standardowy stycznik BF2600A /
BF1810A
W zestawie standardowy przekaznik cieplny No
Mozliwo$¢ zakupu dodatkowego przekaznika termicznego RF38
BFX1020 /
W zestawie standardowy zestyk pomocniczy BFX1011/
BFX1011

Standardowe moce silnika wg IEC
230V kw 11
400 V kw 22
440 V kwW 22
500 V kw 25

\Wtasciwosci mechaniczne

Masa g 1800
197.5

1525
(6.00°) (0437 STARTER TYPE A B
BFAD0D 70 130.5 (5.14") | 109.5 (4.31")
BFA01270 1305 (5.14") | 1095 (4.31")
BFAD18 70 130.5 (5.14") | 109.5 (4.31")
BFA025 70 130,5(5.14") | 109.5 (4.31")
BFAD26 70 135 (5.14") | 119 (4.68")
= BFA032 70 135 (5.14") | 119 (4.68")
BFA038 70 135 (5.14") | 119 (4.68")
BFADS0 70 173 (6.81") | 142 (5.58")
PP i BFADB5 70 173 (6.81") | 142 (5.59")
ORI 5 BFA0B0 70 183 (7.20") | 142 (5.59")
e i 10—

Schemat potgczen elektrycznych

The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and

functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding 112

BFA02670400



BFA02670400

um“Hl.OV&t ROZRUSZNIK GWIAZDA-TROJKAT, Z£ OZONY, BEZ OBUDOWY, CZAS ROZRUCHU DO 12
—electric SEKUND | MAKSYMALNIE 30 ROZRUCHOW NA GODZINE, MAKS. PRAD ROBOCZY 43A.

ENERGY AND AUTOMATION NAPIECIE CEWKI 400VAC 50/60HZ
LINE Q
M- Hz !
L 2 L 21
stk
zzi _________
131 53
52 | KM2
14‘3 54
1] 3] s 1] 3] s 1] 3] s i 1
d d d qa 4 d ( ]
gEE P PR S J
KM2 \  KM1
64 14
11 31§ ‘ . 17 17 -
i amsn F —F3
2I 4I sl 18 i 28 i g
o 0 9 2 e’ 6
R T T ! o ks /o ki [
Lvuz U\lﬂ_j___p : o 61 3 61 5
W B | [il E R M m® M At
1 R | ! (TM §T) K1t KM3 KM2
: i 9%, A2 A2 A2 A2
il 95 &
12 U'+__l ! A A L
s R B s _
Certyfikaty i zgodnosé
Zgodnos$¢
IEC/EN 60947-1
IEC/EN 60947-4-9
Certyfikaty
/
Klasyfikacja ETIM
EC001037 -
ETIM 8,0 Ukfad rozruchowy
silnika
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