<JLovato EXS3125
__ alectric TROJFAZOWY ELEKTRONICZNY PRZEKLADNIK PRADOWY, 125A, Z PRZEWODEM RJ45 0]
ENERGY AND AUTOMATION DLUGOSCI 2M

\Wejscia prgdowe

Prad znamionowy (le) A 125
Prad
Maksymalny wg IEC (Imax) A 125
znamionowy wg IEC (Iref-Ib) A 20
Rozruchu wg IEC (Ist) mA 40
Izolacja
Znamionowe napiecie izolacji Ui IEC/EN \% 600
Wiasciwosci mechaniczne
Materiat obudowy Poliamid
Typ zaciskéow RJ45
Masa g 180
\Warunki otoczenia
Temperatura
Temperatura pracy
min. °C -30
maks. °C +70
Temperatura skladowania
min. °C -30
maks. °C +80
Wilgotnos$¢ wzgledna % <80
Maksymalny stopien zanieczyszczenia 2
Kategoria przepieciowa 3
Stopien ochrony IP20
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Certyfikaty i zgodnosé

Zgodnos$¢
IEC/EN/BS 61000-6-2
IEC/EN/BS 61000-6-4
IEC/EN/BS 61010-1

Certyfikaty
CE
CETLus
EAC
UKCA

Klasyfikacja ETIM

The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and

EX83125 functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding
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