-iLovato , LPCQL207
electric PLASTIKOWY PRZYCISK PODSWIETLANY @22MM SERII PLATINUM, DWUSTANOWY,
ENERGY AND AUTOMATION WYSTAJACY. PRZEZROCZYSTY
Charakterystyka ogdlna
Kolor Przezroczysty
Przycisk
Typ pozyciji wystajacy.
Dwustanowy
Materiat Poliamid
. IP66, IP67 oraz
Stopien ochrony wedtug IEC IP69K
Sita zadziatania kg-lb  <0.5Kg/1.1lb
Trwatos¢ mechaniczna — przyciski dwustanowe cycles 500000
Adapter do montazu LPXAU120
Masa g 27
Typ 1, 2, 3R, 4,

Stopien ochrony wedtug UL 4X. 12, 12K

\Warunki otoczenia

Temperatura
Temperatura pracy

Temperatura skltadowania

Certyfikaty i zgodnosé
Zgodnosc¢

CSA C22.2n° 14

IEC/EN/BS 60947-1
IEC/EN/BS 60947-5-1
UL508

Certyfikaty
CCC
cULus
EAC

The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and

functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding 172

LPCQL207



-Lovato , LPCQL207
_____ glectric PLASTIKOWY PRZYCISK PODSWIETLANY @22MM SERII PLATINUM, DWUSTANOWY,
ENERGY AND AUTOMATION WYSTAJACY. PRZEZROCZYSTY

RINA
EC000221 -
ETIM 8,0 Naped przycisku
sterowniczego
LPCQL207 The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and 202

functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding



