JLovato MOP00912230602V3
___ electric ROZRUSZNIK BEZPOSREDNI, 2.3A MAKS. (0.55...0.75KW PRZY 400V), IP65. NAPIECIE
STERUJACE CEWKI STYCZNIKA 230VAC 60HZ

ENERGY AND AUTOMATION
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\Wiasciwosci elektryczne
Zakres regulacji przekaznika A 1.4-2.3
Charakterystyka techniczna wg. IEC (£440V)

le A 2.3
kw kW 0.55...0.75

Komponenty

W zestawie standardowa obudowa rozrusznika MOPA

W zestawie standardowy stycznik BGO0910A
W zestawie standardowy przekaznik cieplny RF92V3

Dane techniczne UL
Maksymalna moc w KM weditug UL/CSA, jednofazowy
220 V-240V HP 0.5

Maksymalna moc w KM wedtug UL/CSA, tréjfazowy, 3 pola

440 V-480 V HP 1

550 V-600 V HP 1
Type 1, 12K, 4,
4X

Stopien ochrony wedtug UL

Wiasciwosci mechaniczne

Masa g 760
Warunki otoczenia

Temperatura pracy

min. °C -25
maks. °C +60

Temperatura sktadowania
min. °C -40
maks. °C +70

Odpornos¢ i zabezpieczenie
Stopien ochrony wedtug IEC IP65
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The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and
MOP00912230602V3 functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually 1/3
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PG13.5 / M20 knockouts
on top and bottom

Schemat potgczen elektrycznych
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Zgodnosc¢
IEC/EN 60947-1
IEC/EN 60947-4-1
UL508 CSA C22.2 n° 14
Certyfikaty
CSAus
cULus
EAC
EC001037 -
ETIM 8,0 Uktad rozruchowy
silnika
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