JLovato , . M3RA
electric OBUDOWA Z PRZYCISKIEM RESET, DO ROZRUSZNIKOW ZtOZONYCH ZE STYCZNIKOW

BF40, BF50, BF65, BF80, BF94

ENERGY AND AUTOMATION

Wiasciwosci elektryczne
Maksymalny prad roboczy (<440 V) A 80
Komponenty

BF40A, BF50A,

W zestawie standardowy stycznik BF65A, BFB0A,
BF94A
Mozliwo$¢ zakupu dodatkowego przekaznika termicznego RF82

\Wiasciwosci mechaniczne

Masa g 1850
Warunki otoczenia

Temperatura pracy

min. °C -25
maks. °C +60

Temperatura sktadowania
min. °C -40
maks. °C +70
Odpornos¢ i zabezpieczenie

Stopien ochrony IP od frontu IP65
Wymiary
177 697) Drilling for surface fixing
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Schemat potgczen elektrycznych

The characteristics described in this document are subject to updates or modifications at any time. The descriptions, technical and

M3RA functional information, illustrations and instructions in this brochure are purely illustrative, and are consequently not contractually binding
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R = Reset; | = Start; O = Stop

Zgodnos$¢
CSA C22.2n° 14
IEC/EN 60947-1
IEC/EN 60947-4-1
UL508
Certyfikaty
cULus
EC000200 -
Obudowa do
ETIM 8,0 urzadzen
sterowniczych i
sygnalizacyjnych
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