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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
NOTES: PANDUIT PART | MAX BUNDLE | PACKAGE LENGTH
1. APPLICATION TOOLS - GS4MT-E, PPTMT, ST2MT, HTMT NO. DIAMETER QTY L=+.3 [7]
2. MINIMUM LOOP TENSILE STRENGTH - 125 LBS. . " -
[ 556 NEWTONS WHEN TESTED ON A 1.5" MANDREL. IMLT255-C6L 1" [25] 100 5.0" [127]
3. BRACKETS I ] DENOTE DIMENSIONS IN MILL IMETERS. IMLTS15-C6L 2" [51] 100 7.9" [ 2011
4. TOLERANCES: IMLT69S-CBL | 2.7" 1691 100 10.2" [ 2591
(JEX D 1.010 125 ] IMLT1025-C6L | 4" [102] 100 14.3" [362]
X = $.031.8] IMLT1525-C6L | 6" [ 1521 100 20.5" [ 521 ]
ANGLES = 2° IMLT2035-C6L | 8" [ 2031 100 26.7" [ 6791
5. MATERIAL: 316L STAINLESS STEEL IMLT2545-C6L | 10" [ 254 1 100 33.0" (8381
IMLT3045-Q6L | 12" [ 304 ] 25 39.3" [ 998 ]
IMLT3555-06L | 14" [ 355 ] 25 45,5" [ 1156 ]
> 0.43 IMLT380S-Q6L | 15" [ 3801 25 49,2" [ 12501
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03A | 02/02/22 JBN | MRJS | JADE |REVISED LENGTH TO 26.7" WAS 26.8” FOR P/N: IMLT203S-C6L 115557 15L355BC-DC/03A :
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